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FOREWORD 


Use this catalog as your guide to the world’s largest selection 
of high-quality plywood and allied products. It contains 


an unusually wide assortment of plywood materials. Each 
Weldwood branch office and warehouse is staffed with quali- 


assistance. 


descriptions, recommended uses, sizes and approximate retail 


prices for the Weldwood line. A useful aid for the architect, 
designer, builder, lumber dealer, industrial user and home 
owner when selecting materials for any building requirement. 


Availability 


Weldwood Products are available through United States Ply- 
wood Corporation distributing units located in all principal 
trading areas in the United States and Canada, and from fully 
qualified Weldwood distributors in Hawaii, Puerto Rico and 
many other countries. This tremendous organization supplies 
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fied “plywood engineers” to help you with any technical 


Important Notes 


Estimating: Approximate retail prices for paneling are given 
on page 32, Weldwood Paneling Price Guide. For definite 


costs on paneling, and on other Weldwood products for which 


showroom. 
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no prices are given, contact your local lumber or hardware 
dealer or your nearest United States Plywood Corporation 


All products distributed by United States Plywood Corpora- 
tion are trademarked and/or patented. 
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1. While it takes only a 
few hours to install Weld- 
wood Plywood Panels, 
scores of winters have 
followed scores of sum- 
mers to mature the trees 
for cutting. 


2. Choice logs, from all 
over the world, are first 
stripped of their bark, 
and, after careful grad- 
ing and selection, are cut 
into thin sheets (veneers). 
Various methods of cut- 
ting are used by Weld- 
wood engineers, to ensure 
the most appealing grain 
pattern from each log. 


Woldcnoil Guarantee 


Weldwood interior grade plywood is 
backed by this sweeping guarantee: 
“Interior Grade Weldwood is guaran- 


teed by United States Plywood Corpor- 
ation for the life of the building in 
which it is installed.” 





3. Certain woods are cut 
on this type of rotary 
lathe which “unwinds” 
the log by revolving it 
against a razor-sharp 
blade. Only the best sec- 
tions of veneer,.are used 
for Weldwood Plywood. 


4. After face veneers 
have been dried in special 
driers, they are arranged 
to produce the most deco- 
rative effect. Then, they 
are joined by a tapeless 
splicer to form a large, 
continuous sheet of ve- 
neer. This sheet becomes 
the “surface layer’, or 
face, of a Weldwood 
panel. 


5. A tree is stronger 
along the grain than 
across the grain. That’s 
why Weldwood is made by 
bonding thin plies of wood 
together with the grain of 
each ply-running at right 
angles to the next. The 
glue-spreading operation, 
using modern plastic ad- 
hesives, is shown here. 


6. This hot plate press 
applies just the right 
amount of heat and pres- 
sure to laminate the plies 
together into a perma- 
nent, solid panel. 


7. Weldwood Plywood is 
sold to home-owners and 
builders through local re- 
tail lumber yards which 
show the beautiful panel- 
ing on displays, making 
selection both simple and 
sure. 








Teak Weldwood—main banking floor of Bank of the Southwest, Houston, Texas. 
architect: Kenneth Franzheim; interior decorator: Knoll & Assoc., New York; installer: Storecrafters, Inc., Houston 
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African Mahogany Weldwood with Oak in 
lounge of Retail Credit Building, Atlanta, 
Georgia. 

architect: Cooper, Barrett, Skinner, Wood- 
bury & Cooper, Inc., Atlanta 

millwork: J. P. Womack & Sons, Atlanta 
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the one finish 
that lets the full beauty of the wood show through 


Prefinishing with genuine lacquer is an art, a craft, at the Weldwood factory. 

Its perfection is the direct result of craftsmen painstakingly developing 
finishing to its greatest potential. Weldwood Prefinished Paneling is the criterion 
of the industry—you can see and feel the difference. It is the panel with 

the most durable surface—the one factory finish that takes impact, abrasion, and 
usual hazards of everyday use. It is easily wiped clean with a damp, clean cloth. 

An infrequent waxing is generally all the care needed. The panels arrive at the job 
all ready for installation, with no time required for sanding, staining, or 
touching-up. Groups of six panels are packaged with instructions for installation, 
and with colored Weldwood Putty Stiks for filling and concealing nail holes. 


Species 


A full line of domestic and exotic woods is available, including Samara, Korina, 
Mahogany, Oak, Birch, Cherry, Nakora, and Walnut. 


Descriptions of these species, and full color illustrations and prices, 
begin on page 30. 


WELDWOOD PREFINISHED PANELING 


FEEL 
THE 
DIFFERENCE 


The Weldwood 
furniture finish 
fe) fe) (rei ks 

its beauty 


No ordinary finish—you can ‘feel the dif- 
ference’ of the carefully controlled, genu- 
ine lacquer finishing by Weldwood. And it 
resists household chemicals, food, alcohol, 
water, and hand smudges. 





Cherry V-Plank—prefinished by Weldwood 








PANELING PREFINISHED BY WELDWOOD 


Prefinished V-Plank Weldwood 


V-Plank paneling is random-width, planked plywood. 

Its shallow v-grooves emphasize the tone and figure of the 
species. Installs quickly. Beveled edges provide matching 
v-grooves between butted panels. 


HARDWOOD 


Species: Honey Korina, Tawny Korina, Mahogany, 
Charter Pine, Philippine Mahogany, Cherry, Nakora, Birch, 
Charter Birch, Oak, Charter Oak, Walnut, Charter Walnut, 
Color-Styled Samara, and Samara. 


Panel Sizes: %” x 4’ x 8’, 10’ 


Prefinished ‘Colonial’? V-Plank Weldwood 


Features the vertical v-grooves of V-Plank with the added 
decoration of occasional horizontal “‘plank end” grooves 
and “pegs”’. 


Prefinished Flush Weldwood 


Available in same species as V-Plank Weldwood. 
Precision edges butt tightly to conceal joints. 


Plankweld 


Weldwood Plankweld is genuine hardwood wall paneling— 
pre-cut, prefinished and packaged—designed for quick, 
economical installation over any interior wall. Excellent for 
remodeling work. Tongue and grooved, panels form a 
continuous ‘plank’ wall. No visible nailing ... installation 
is with simple, concealed metal clips. 


Made of 3-ply %” Weldwood plywood in: Birch, Tawny 
Korina, Philippine Mahogany, Oak and Walnut. Each 
panel is 16%” wide and 8’ in length (some woods in 10’ 
lengths). Cartons of 10 panels have complete installation 
data and metal fastening clips. 





Philippine Mahogany Weldwood Plankweld—Sad- 
die Harbor Estates, Saddle Harbor, Long Island. 
architect: A. H. Salkowitz 

builder: Irving Warfield 


RECOMMENDED SPECIFICATION 


FOR WELDWOOD PREFINISHED V-PLANK PANELING 


Short Form Specification: Prefinished (state species ) 
V-Plank shall be 3 ply %” Weldwood Plywood as 
manufactured by United States Plywood Corporation. 


Long Form Specification: Prefinished (state species ) 
V-Plank 3 ply %” Weldwood Plywood as manufac- 
tured by United States Plywood Corporation. Face 
veneers shall be mismatched for color and grain* to 
achieve a plank effect** and shall be free of open 
joints, face depressions, glue stains or other manu- 
facturing defects. Ruptured grain, doze or shake*** 
shall not be permitted and the veneer shall equal or 
exceed the requirement of best grade of that specie 
listed by U. S. Department of Commerce C 8 35-56 or 
latest revision thereof. There shall be three pieces of 
veneer within each 16 inches of paneling, grooved at 
each joint and the groove to be prefinished to har- 
monize with face veneer. 

Backs shall be a species and thickness to balance face 
veneers and shall be C S 35-36 grade 4 or better. Inner 
ply shall be edge glued, to produce balanced con- 
struction and shall be sound with tight joints. 

Glue bond shall be Urea Formaldehyde using the hot 
press method. Plywood thickness shall be manufac- 


Surfwood 


The textured, natural beauty of decorator Surfwood is 
developed to an even greater degree by Weldwood 

factory finishing which protects the wood against dirt and 
grime. Occasional waxing keeps the panels like new 

for years. Decorator-colored Surfwood is further described 
under “Textured Woods”. 





tured with a tolerance of plus 0” or minus 1/32” and 
trimmed to specified sizes plus or minus 1/32”. Ply- 
wood shall be sanded both sides and fine sanded on 
the face. 


Finish shall meet or exceed Military Specification 
MIL F 002319A (QMC) for Class A finish. Panels 
shall be drum sanded, “‘Micro-fine”’ surfaced in three 
steps, filler wiped into pores, oven dried, thoroughly 
dusted and first coat of genuine lacquer applied fol- 
lowed by oven drying process. Second coat of lacquer 
shall then be applied, dried, rubbed and then buffed. 
When packaged, surface shall be protected to avoid 
dust and dirt. 


*NOTE: Sliced veneers used on flush panels (without V- 
grooves) shall be of one or more pieces of veneer matched 
for color and character to produce continuity of character _. ; 
and balanced design. . 


NE A IIE Se ET I AL Se OR al ot ER REA FORCE: 


at Sa gla oe 


** NOTE: Pertains to all sliced veneers. V-Plank panels 
with rotary cut veneers such as Samara and Nakora are ; 
grooved but not necessarily where pieces of veneer butt ; 
one another. 


*** NOTE: Pin knots shall be admitted in face veneer of 
Charter Birch. 







































EES CHARTER PANELING 


natural oad growths * high style V- Plank oo i j . i. > ¥ 
oS famous Weldwood furniture finish ee os ees ie. 


Weldwood CHARTER Paneling gives that modern, casual 
feeling to any room in the home; perfect for restaurants, 
clubs, etc., too. The new CHARTER ‘look’, with natural wood 
growths of burls, swirls, knots, and bird’s-eyes, incorporates 
the well-known Weldwood V-Plank styling of vertical 
v-grooves which gives depth, texture and random planking. 
Weldwood’s famous fine furniture finish enhances the natural 
_ beauty of the woods; produces a protective coating against 
stains, etc. So smooth, you can actually feel the difference. 


























Charter Birch ~The incomparable natural beauty of 


ax7 and 4’ x 10’ on order. 


grain pattern. 4” x 4’ x 8’; 4' x 7’ on order. 


_ pattern. Standard and V-Plank styles. 4%” x 4’ x 8’; 
: & x 7’, 9’, 10’ on order. 


_ Charter Walnut —§. 63. 





PERFECT PANELING 


7 distinctive Birch. Light and cheerful in color. 4” x 4’ x 8’ panels ; 


Charter Oak—Striking panels retaining all the ‘woodsy’ markings 
of American Oak. Rotary-cut to emphasize attractive dominant 


2 Charter Pine—Panels of Idaho Knotty White Pine, with 
_ popular rustic appearance of sound knots and pleasing grain 


_ Approximate square foot retail prices for "= 4' x 8’ anole: : 
- Charter Birch—$.55; Charter Oak— $. 57; Charter Pine—$. G1; 




















Charter Birch Weldwood (V-Plank) 


i WELDWOOD ACCESSORIES FOR 
INSTALLATION 


| Weldwood Prefinished Paneling may be installed with moldings, nails, or W eldwood Contact Cement. 


Weldwood Trim and Moldings 


Weldwood Hardwood Trim 
Weldwood Hardwood Trim shapes are precision milled, all 
ready for finishing and installation. Every basic shape 
you’ll need to complete wall areas is included...in your 
choice of a variety of fine hardwoods to match Weldwood 
paneling. Weldwood Hardwood Trim shapes can be finished 
to match Weldwood Prefinished Paneling with Weldwood 
| Trim Stain, or with paint or stain as desired. 


Weldwood Moldings 

Genuine hardwood-faced aluminum to match the faces of 
most popular types of Weldwood. With these moldings, 
Weldwood paneling can be speedily and economically in- 
stalled—over 50% of face nailing is eliminated. 
Furnished in 8’ strips for inside corners, outside corners, 
caps and dividers for 4%” and %” plywood. 


Weldwood Flexible Wood-Trim 


fi Easy-to-use rolls of real wood veneers in useful widths. In 
| various species for edging plywood and lumber and for cre- 
ating decorative effects. 





Firzite (Clear and White) 


Assures smooth, even finishes on fir plywood and other 
softwoods. Produces beautiful blond and pickled effects. 
Makes an excellent stain when tinted with colors-in-oil. 


Satinlac 

Clear wood finish that brings out the natural beauty of all 
woods. Seals, primes, finishes. Avoids ’built-up’ look yet 
protects thoroughly—resists water, grease and alcohol. 
Brushes easily —has little odor. 


Satinlac Lightener 


Base coat for extra light finish. Prevents woods darkening 
by subsequent finish coats. 


Weldwood Trim Stain 


For trim, moldings, and doors. In colors compatible with 
Weldwood Prefinished Panels. 


Weldwood Putty Stik 


In wood colors to match faces and grooves of Weldwood 
Prefinished Plywood. For filling and concealing nail holes, 
minor dents and poor mitre joints in paneling, trim and 
woodwork. 

























Weldtex walls, painted white, in office of de- 
signer Arthur Burke, Remington Rand Electric 
Shaver Division, Bridgeport, Conn. 





WELDWOOD TEXTURED PLYWOOD 


WELDWOOD STRIATED PLYWOOD 
Weldtex Squares 


the original, low cost patented 
striated plywood paneling 


Creates entirely different moods. For walls 
and ceilings in homes and offices, for exterior 
siding, for displays, furniture and countless “ i ae 
other uses. Deep, parallel, random-width Beene 
grooves (striations) are cut full length 

on the panel. The unusual highlights and 
shadows conceal butt joints and nail holes. 
No grain raise or checking. 


PANELS 

Interior Grade: 5/16” thick; Douglas Fir, 
Philippine Mahogany, Southern Gum. 
Approximate retail price—$.30 per sq. ft. 
Exterior Grade: 3/8” thick; Douglas Fir. 


SQUARES 

Interior Grade: 5/16” thick; Southern Gum, 
Douglas Fir, Philippine Mahogany. 

12”, 16”, 24” squares for “checkered” 

walls and ceilings. 

WELDTEX SIDING—See “Construction 
and Industrial Fir Plywood” section for 
Exterior Grade 3/8” x 48” x 15-7/8” siding. 


Planktex 3 
Alternating stripes (striations) and planks —— a 
(smooth grain) for inexpensively wood- == . 
textured walls. Of Philippine Mahogany, 
ready for beautiful natural stain or 
painter’s finish. 

5/16” x 48” x 96” Planktex panels are ideal 
for low-budget decorating and remodeling 
in all types of buildings. 

Approximate retail price —$.36 per sq. ft. 

































Surfwood bedroom/den 


Sea Swirl 





Weldwood Sea Swirl is a low-cost decorative plywood panel 

with an authentic rustic texture that is recommended for 

wall paneling and for constructing built-ins, cabinets, book-cases, etc. 
By a special process, the soft growth of the face wood has been 

| removed to accent the pleasing swirls and contours 

i of the Douglas Fir. There are no knots, burls, wood growths 

| on the face. 


] Finishes beautifully—natural or in many rich colors. Also, for 
duotone shading, dry pigment can be worked into the face. 
Special shading can also be obtained by angle spraying. 


Available 5/16” in standard size panels; 3/4” thick on order. 
Approximate retail price, 5/16”-thick —$.28 per sq. ft. 


Surfwood 


Weldwood Surfwood is a deep-relief textured paneling quite similar 
to Sea Swirl, but with sound knots for more rugged-looking 
interiors. Of white Fir plywood, Surfwood is priced right 

for all low-budget building or remodeling jobs. Available 

5/16” thick in panels and squares. 3/4” panels on order. 
Approximate retail price, 5/16”-thick —$.28 per sq. ft. 


Prefinished Surfwood 


Decorator-colored in Havana Green, Fawn, Frosted Ebony, 

and Silver Gray, Weldwood Prefinished Surfwood’s deep relief 

and natural growth characteristics are styled to suit any room. 
Especially effective for whole walls or accent area in ‘carefree’ rooms. 
The textured beauty needs practically no care. 
Approximate retail price, 5/16”-thick—$.40 per sq. ft. 





Ne Ty ee ee Oy TEE Peery 




















WELDWOOD 
ARCHITECTURAL 
PANELS 


... for installations demanding 
the highest architectural standards 


There is no better. These panels are the result of the 
highest possible woodworking skills and the availability 
of the most carefully maintained, most modern equipment. 
Made with exquisitely matched veneers, Weldwood 
Architectural Panels reflect centuries of development 

of the woodworking art. 


Weldwood Architectural Panels are available custom-made 
to the specific architectural requirements of the 
installation, or in %” thickness from stock in Figured 
African Mahogany, Figured Honduras Mahogany, 
Brazilian Rosewood, Korina, Figured Walnut, Oak, 
Cherry, Teak, Benge, and a multitude of others 

of the world’s finest species. 


For custom-design paneling, the complete veneer inventory 
of United States Plywood Corporation, and of the other 
fine veneer cutters, is available for your examination 

and selection. A flitch room is maintained at the Weldwood 
Building in New York for your convenience, by 
Weldwood Architectural Service Representatives 

whose assistance is always available. 


Weldwood Architectural Panels can also be obtained 
with fire-resistant wood cores or mineral cores. 


Weldwood Doors to match Architectural Panels 
are furnished on order. 


“In-Stock” Architectural Panels are furnished in 
matched sets made from a single veneer flitch. 
Depending on the length of the veneer flitch, 48” wide 
panels are available 72”, 84”, 96”, 120”, 144” and 192” long, 
and as counterfronts 144” wide x 28”, 36”, 42” and 48” long. 
























RECOMMENDED SPECIFICATION 
FOR WELDWOOD : 
ARCHITECTURAL PLYWOOD 


Short Form Specification: Plywood shall be Weld- 
wood Architectural Plywood, sequence matched, as 
manufactured by United States Plywood Corpora- 
tion. 


Long Form Specification: Plywood shall be Weld- 
wood Architectural Plywood, sequence matched, 
as manufactured by United States Plywood Cor- 
poration. Unless otherwise specified, plywood shall 
be 5-ply lumber core construction with an overall 
thickness of 3/4”; tolerance: 0” over or 1/32” 
under. Plywood shall be glued with waterproof 
phenol formaldehyde resin glue and processed by 
the hot plate method. 


Face veneer shall be from flitches specially selected 
and approved for architectural adaptation, with | 
respect to cutting lengths, uniformity of color, 
figure, grain character, or other special require- 
ments. 


Faces shall be of one or more pieces of veneer 
matched for color and grain at the joint to produce 
balance and continuity of character. Faces shall be 
selected for figure, selected for color, or unselected 
for color, as specified, but mineral streaks and dis- 
colorations, wormholes, ruptured grain, loose tex- 
ture, doze or shake shall not be admitted. Pieced 
veneers shall be parallel clipped, jointed by tape- 
less splicer and edge glued. In matching sliced or 
sawn veneers, unless otherwise specified, pieces 
shall be bookmatched and balanced matched. The 
panels are sequence matched. Face veneers shall 
not contain open joints, face depression, glue stain 
or other manufacturing irregularities. Back ve- | 
neers on GIS plywood shall be of species to prop- 
erly balance face. 


Panels shall be sanded both sides, and fine belt 
sanded on the face side to provide suitable surface 
for finishing. . 


Cores shall be Novoply, veneer or lumber. Lumber 
core to consist of Basswood or Poplar strips not. 
to exceed 3%” in width and edge glued under pres- 
sure with urea resin glue high frequency cured. 


Crossbands shall be 1/16” thick of either Basswood 
or Poplar unless otherwise specified. Crossbands 
shall be sound veneer of random widths with edges 
jointed and glued. : 


Panels shall be trimmed in width and length to the 
specified measurement plus or minus 1/32 of an 
inch unless otherwise specified. 


1. Orientalwood Weldwood Architectural Paneling — %4” spline- 
jointed panels of selected matched flitches, with Santinlac 
finish, in lobby of 1036 Park Avenue, New York City. 


designers: Carlos MacCurdy Assoc. 
installation: Theodore Carrozza & Co., Inc. 


2. African Mahogany Weldwood Architectural Paneling — Recital 
Hall of Slosberg Music Center, Brandeis University, 
Waltham, Mass. 


architect: Harrison & Abramovitz, New York City 
cabinetwork: Atlantic Woodwork Corp., Malden, Mass. 
interior consultant: Alice Tiebout, New York City 
acoustical engineers: Bolt, Beranek & Newman of Boston 

















WELDWOOD ALGOMA GRADE STOCK PANELS 


...the finest in decorative hardwood plywood 


Wherever architects and building contractors 

must provide “individual” interiors for any building, 
whether it be residential, institutional, or commercial, 
they specify the unequalled, ageless, natural beauty 
of Algoma Grade Weldwood. This, generally accepted 
as the finest hardwood paneling, ensures maximum 
service with minimum maintenance. 


Algoma craftsmen—whose skill with wood has become 
almost legendary —are encouraged to freely select 

those veneers which, from their vast experience, they feel 
will produce the most decorative paneling. Thus, 

the finest paneling available anywhere is manufactured 
in Weldwood’s modern plant at Algoma, Wisconsin, 

and is available from the ‘stock’ of Weldwood 
distributing units which are conveniently located in all 
large trading areas of United States and in Canada. 


Guarantee 


All Weldwood plywood for interior use is guaranteed 
for the life of the building in which it is installed. 


S pecies 


The list of desirable woods always available from 
Weldwood stock includes Birch, Korina, Maple, 
American Elm, Walnut, Oak, Cherry, Benge, 

Honduras Mahogany and African Mahogany. For unusual 
or special cases, other fine domestic and exotic species 
may be ordered special. 


Sizes, Thicknesses, Constructions 


Widths: 24”, 30”, 36”, 48”. 

Lengths: 4’, 5’, 6’, 7’, 8’ and up to 12’. 

Thicknesses: with veneer core—%”, 4”, %”, %”, %”"; 
with lumber core or with Novoply core— %”. 
Counterfront construction: 120” and 144” x 28”, 

36”, 42", 48”. 

Core Stock: For cabinetmakers’ veneering, Poplar and 
Basswood core stocks are available. 

Fire-resistant panels: Available on specification. 


RECOMMENDED SPECIFICATION 








Prefinished Panels 


Weldwood Algoma Grade paneling may be specified: 
(1) lacquer finished; 
(2) custom finished to architect’s specifications 


‘(including special design and insignia) ; 


(3) with the remarkably transparent Evergrain satin 
or gloss surfacing. 


For other beautiful Weldwood Prefinished and Unfinished 
Hardwoods, produced in Weldwood’s Southern and 
Western Plants, see pages 4 and 5. 





1. Matched Cherry Weldwood Algoma Grade Stock 
Panels, with raised panel treatment, in office of 
the president of Marine Trust Company, Buffalo, 
New York. 


architects: James, Meadows & Howard, Buffalo 


2. Blueprint-matched Coffeetree Weldwood Algoma 
Grade Architectural Panels in guest dining room 
of Commercial Credit Corp., Baltimore, Maryland. 
architect: Harrison & Abramovitz 
interiors by: J. H. Leroy Chambers, A.1.D., of the 
H. Chambers Co., Baltimore 
installation: Knipp & Co., Baltimore 


FOR WELDWOOD STOCK PANELS, ALGOMA GRADE 


Short Form Specification: Weldwood Plywoods shall 
be Algoma-Grade as manufactured by United States 
Plywood Corporation. | 


Long Form Specification: Plywood shall be Weldwood 
Stock Panels, Algoma-Grade, as manufactured by 
United States Plywood Corporation. Faces shall be 
of one or more pieces of veneer matched for color and 
grain at the joints to produce continuity of character 
and balanced design. Faces shall be free of open 
joints, face depressions, glue stains, or other manu- 
facturing defects. Faces shall be selected for figure, 
selected for color, or unselected for color, as specified, 
but shall not contain ruptured grain, doze or shake 
and shall otherwise equal or exceed the quality re- 


quirements of the best grade of that species listed by 


U. S. Department of Commerce Commercial Stand- 


ards CS 35-49 or latest revision thereof. 


Backs on G1S plywood shall be a species and thick- 
ness to balance face veneers and shall be CS 35-49 
grade 4 or better. — 


Plywood shall be sanded both sides and fine belt 
sanded on the face. . 


Inner plies shall be sound, with tight joints and thick- 
ness required to produce balanced construction in 
overall thickness as specified. 


Glue bond shall be Urea Formaldehyde hot press 
method unless otherwise specified. 


Plywood thickness shall be as specified with tolerance 
of plus 0” or minus 1/32” and trimmed to specified 
sizes plus or minus 1/32. 








WELDWOOD ALGOMA-MADE DOORS 


Handsome, stable Weldwood Doors are specified more 
and more every year for all types of buildings—from 
smallest private residences to the largest apartment, 
hotel, hospital and commercial buildings. Their enviable 
reputation for unsurpassed quality and beauty has 
built a tremendous demand by architects, 

contractors and owners. 


Weldwood Doors are produced in a variety of dependable 
quality-controlled constructions—each designed for 
perfect behavior in a wide range of situations... 

each manufactured to Weldwood Algoma-Made 

high standards. 


Wood faces are Standard Thickness (1/28” to 1/20”) 
Veneers—sturdy, stable hardwoods that hold any 
good finish beautifully. 


All Weldwood Doors are available to match 
architectural plywood installation, especially 
Weldwood Algoma-Grade Plywood. 





Weldwood Factory Finished Doors save 
time and trouble on the job, and assure you 
of doors delivered in the condition you 
specify, and on time. 


¢ Weldwood Evergrain—The finest protec- 
tive interior finish available for doors... 
transparent resin gloss or satin coating 
over natural wood or solid colors or special 
emblems, lettering or decorative effects. 
* Weldwood Prefinished — Fine lacquer 
finish established to exceed most commer- 
cidl requirements. Enhances and pre- 
serves the natural beauty of fine woods. 
¢ Custom Finished—Finished to your 
specifications or special requirements. 


Weldwood Stay-Strate Door in Walnut 
to match architectural Weldwood pan- 
elevator lobby of Marine Trust Com- eling. Smith-Douglas Co., Inc., Norfolk, 
pany, Buffalo, N.Y. Architects: James, Va. architect: T. David Fitz Gibbon; 
Meadows & Howard, Buffalo. woodwork: Elliot & Co. 


Weldwood Stay-Strate Door in Red 
Birch. Rabb Graduate Center, Bran- 
deis Univ., Waltham, Mass. architect: 
Harrison & Abramovitz, N. Y.; cabinet- 
work: Albany Milling Co., Boston 


Weldwood Fire Door; Walnut to match 
Weldwood Algoma Grade paneling in 














Weldwood Fire Door 


For positive fire protection, use Weldwood Fire Doors... 
beautiful hardwood-faced fire doors that provide positive pro- 
tection against searing flame and destructive heat. Weldwood 
Fire Doors are tested and approved for labelling by Under- 
writers’ Laboratories, Inc., for all Class “B” (vertical shaft) 
and Class “C” (room and corridor partition) openings. 


Test results show that after 30 minutes, when the Under- 
writers’ Laboratories test furnace has passed 1500° F, the 
temperature rise on the unexposed surface of a Weldwood 
Fire Door is less than 250° F. This extremely low rate of heat 
transmission is the result of using the Weldrok® core—the 
extremely strong, light-in-weight, solid mineral material that 
will not burn, warp or shrink. Weldrok keeps the Weldwood 
Fire Door straight and true in everyday usage, to restrict the 
passage of flame, heat and toxic fumes. 


Weldwood Fire Doors are available in all sizes up to and in- 
cluding 4’ x 7’. For light openings, 10” x 10” or 8” x 12” vision 
panel frames can be provided. 


Stock face veneers include: Birch, Korina, Mahogany, Rift 
Oak and Walnut. 


Guarantee 


United States Plywood Corporation unconditionally guaran- 
tees the Weldwood “Stay-Strate” and Weldwood Fire Door 
against warping, twisting or manufacturing defects for the 
Life Of The Installation, when accorded treatment which is 
considered good practice, as far as storage, installation and 
maintenance is concerned. 


If any Weldwood “Stay-Strate” or Weldwood Fire Door 
should fail to meet these standards, we will replace said door 
without charge, including all labor costs of hanging and 
refinishing involved. 


Weldwood ‘‘Stay-Strate’’ Door 


For top performance indoors and outdoors, use the Weldwood 
“Stay-Strate” Door. It is completely warp-free ... fully guar- 
anteed against manufacturing defects for the life of the in- 
stallation, as it has been for many years. It is fire-resistant, 
strong, and light in weight because the core is Weldrok, the 
game as in the famous Weldwood Fire Door. It provides an 
excellent barrier against noise and offers greater insulation 
value than other flush doors. 


Each Weldwood “Stay-Strate” Door is assigned an individual 
registration number which is assurance that the door is 
properly registered under the lifetime guarantee. 


Doors are available faced with any domestic wood as well as 
many exotic foreign woods, in 1%” thickness in a complete 
range of sizes. 1%” and 2%” “Stay-Strate” Doors are fur- 
nished on special order. 


Weldwood “‘Custom Royal’’ Door 
faced with high pressure plastic laminates 


For interiors ... in high traffic areas and wherever else doors 
get severe use. Available faced with Micarta and other plastics 
of your choice. 


The “Custom Royal” is available in 3 constructions (‘‘Stay- 
Strate’ with Weldrok core; lumber core; and hollow core) in 
all standard door sizes, 1%” thick; in other thicknesses on 
order. Light and louver openings can be detailed as required. 





Weldwood Staved Lumber Core Door 


— Algoma-Made 


All-purpose architectural door... for exteriors and interiors 
of all buildings. Specify “Weldwood Algoma-Made” with 
select veneers of the same high quality as Weldwood Plywood, 
Algoma-grade; or specify “Weldwood,” with fine stock ve- 
neers. The stable core is constructed with narrow pieces of 
lumber glued into a single dimensionally stable core. Cross 
bands and faces are bonded to this staved construction with 
100% waterproof resin glue, by the hot plate process. 


The full range of hardwood faces is always available, in 1%”, 
1%”, 2” and 2%” thicknesses (also 1%” and 1%” stall doors). 


Institutional Doors 


This door performs satisfactorily wherever the absolute 
stability of a solid core door is not necessary. In one beautiful, 
hardwood-faced door—the lightness and economy of hollow 
core design plus the reinforced rugged construction to accom- 
modate heavy-duty hardware. 


Hollow Core Doors 


Moderately priced, beautifully faced doors for medium and 
small budgets. Hollow core doors of the best-regarded manu- 
facturers are always in stock at the Weldwood warehouses. 
These fine hollow core doors have proven their stability and 
long life through many years of actual use, as well as during 
exhaustive endurance and stability tests. A variety of sizes 
and wood faces are made 13%” and 1%” thick for interior use 
and 1%” thick for exterior use. 


Fir and Pine Panel Doors 


A wide variety of interior and exterior fir and pine panel and 
sash doors is always available in stock designs from Weld- 
wood warehouses. 


Weldwood Munchhausen 
Soundproof Doors 


Provides predictable privacy from sound for offices, hotels, 
hospitals, theatres, clinics, schools, shops, factories. The only 
soundproof door guaranteed to perform as claimed. The 2%” 
door provides a 35 decibel reduction; the 4” door provides a 
42 decibel reduction. The doors incorporate the simple, ad- 
vanced concepts of H. V. Munchhausen, noted acoustician, 
to assure sound control without the costly waste of excess 
space and mass. Doors can be faced with the specie of veneer 
of your choice. 


Weldwood Sound-Control Doors 


Weldwood Sound-Control Doors are for use where the out- 
standing Weldwood Munchhausen Soundproof Doors are not 
required, or where budgets are restrictive. They satisfy the 
acoustical requirements of many installations; outperforming 
many other nationally known soundproof doors. 








WELDWOOD 
SPECIAL-PURPOSE 


Weldwood Louver Doors 


For room dividers, decorative screens, closet doors, access 
doors, ete. Made of Pine or Fir lumber, in standard door sizes. 
Thickness: 1%”. 


Metal-Clad Flush Doors 


Any Weldwood flush door may be specified metal-clad one or 
both sides, for use wherever exceptional door abuse is ex- 
pected. 


Prefabricated Sliding Door Units 


Space-saving. Prefabricated frames are furnished knocked- 
down, complete with all hardware of the best grade available. 
Includes single pocket, double pocket and wardrobe units, 
designed primarily for use in 2 x 4 stud partitions. 


Sliding Door Units offer maximum space economy, work 
smoothly, and do away with unsightly floor tracks. 13%” 
Hollow Core Doors in any of the popular woods are specially 
adapted for any of the three standard units. 


X-Ray Doors 


Lead-lined to restrict passage of X-rays. For hospitals, doc- 
tor’s offices, laboratories and industrial areas. 


Other Special-Purpose Doors 


Can be detailed for special situations of all kinds. 





WELDWOOD 
PEW SEATS 


A standard molded plywood pew seat is now available in such 
handsome woods as Walnut, Oak, Birch, Maple, and Mahog- 
any. Particularly suitable for churches, courtrooms, and rail, 
air and bus terminals. Constructed with carefully matched 
1/28” face veneers of high quality. All-hardwood core. Guar- 
anteed against delamination. Made in continuous lengths up 
to 10 ft., sanded and trimmed to specification. Thicknesses : 
1%”, 5”, and %”. Complete details and prices on request. 
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DOORS 


Weldwood Sliding and Bifold Doors 
(Novoply for Doors) 


Amazing 3-ply Novoply is the flattest wood panel. Each panel 
consists of a core of medium-sized wood chips between two 
1/16” wood-flake veneer surfaces. The core chips and the 
veneer flakes are resin-impregnated and the three plies are 
formed and fused under heat and pressure. Doors made of 
Novoply will not warp; it is dimensionally stable. Its gleam- 
ing, vari-pattern faces can be left unfinished or finished 
beautifully — natural or with stain or paint. 


Novoply Paniflex Bifold Doors 


A new system for installing floor-to-ceiling closet doors. Doors 
are pivot-hinged at floor and ceiling. Especially suited for 
corner closets and closet walls. The Paniflex design saves 
considerable space and requires no plastering — carpenters do 
the complete installation rapidly. 


Paniflex Bifold Door Panels are made of Novoply or Filled 
Novoply. 





Paniflex Doors, Idlewild Hotel, New York International Air- 
port. architect: William B. Tabler; builder: C. F. Driscoll 


Weldwood Pew Seats in St.Pius Church, Loudonville, N. Y. 
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WELDWOOD ALGOMA-MADE 
MOVABLE PARTITIONS 


The Weldwood Partition Panel is the most versatile sub- 
dividing panel ever developed. Weldwood Movable Partitions 
are the perfect solution for schools, hospitals, stores, banks, 
and dozens of other interior installations. 


Weldwood Movable Partitions offer complete movability plus 
the warm beauty of fine wood paneling or your choice of 
plastic, vinyl or special faces. When combined with aluminum 
extrusions and glass, the beauty of the installation is further 
enhanced. Weldwood’s exclusive metal key construction locks 
the partition panels like a solid wall. Yet, they can be quickly 
and easily dismantled and rearranged in a few hours. 


Four Standard Designs 


Design 100—2%” flush post connection 
Design 101—1%” flush post connection 


Design 102—%” recessed aluminum post 
connection 


Design 103—v-joint, spline connection 


Weldwood ‘‘Stay-Strate’’ Partition Panel 


Weldwood “Stay-Strate” Partition Panel features the 
Weldrok incombustible core, plus the beauty of real hardwood 
movable partitions for every type of room, including sub- 
dividing in fireproof buildings. 


Strong, light-in-weight, warpfree and stable. Requires little 
maintenance. Guaranteed for the life of the installation. 


Beautiful wood faces: Fine hardwood veneers, such as Birch, 
Korina, Walnut and other fine woods. Panels faced with differ- 
ent wood on each side can also be obtained. 


Fire-resistant: Solid, strong, light-in-weight Weldrok core 
material is incombustible and inert. 


Weldwood Custom Royal Partition Panel 


This partition panel combines the durability, beauty and easy 
maintenance of decorative, high-pressure plastic laminate 
faces with the stability and strength of the Weldwood Par- 
tition Panel construction. 


Weldwood Custom-Clad Partition Panel 


Decorative Weldwood Kalistron® or other durable vinyls, 
fabrics and special materials on Weldwood Partition Panel 
construction. 


Features: 


e flexible 
e flush or recessed post connection 


e beauty of real wood, plastic laminate, or 
vinyl-material panels with incombustible Weldrok® core; 
or colored Novowall 


warpfree doors (Weldwood Stay-Strate Door) 
with Weldrok core 


standard modular panel units up to and including 6’0” wide 


interchangeable units — positive metal connectors 
e accessible concealed wiring in base, post and cornice 
e light in weight — fewer parts 

e easy installation — low maintenance 


fire resistant — sound deadening 


W eldwood Movable Partitions are sold by exclusive 
distributors and dealers throughout the country. 





Natural Birch and Plain Sliced Walnut Weldwood Movable Partitions 
—Medusa Portland Cement Co., Cleveland, Ohio 
arch.: Ernest Payer; dist.: Marquard Sash & Door Mfg. Co. 


Weldwood Novowall Partition Panel 


Novowall is stable, flat Novoply produced 1%” thick for 
rigidity over a large span, without bracing. Novowall is also 
available Premium-Grade and Filled for fine color styled 
finishes. 


Weldwood Movable Munchhausen 
Soundproof Partitions 


Provides practical soundproofing for offices, hotels, schools, 
hospitals, residences, restaurants, etc. The basic design of the 
Weldwood Munchhausen Soundproof Doors is combined 
with the Weldwood Movable Partition system. 


Full details are available from United States Plywood Cor- 
poration and from your acoustician. 
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WELDWOOD FLEXIBLE WALL COVERINGS 


Weldwood Architectural Grade Flexwood is a highly decorative wall covering 

that lends unusual distinction to any interior . . . office, home, bank, 

hotel, school, hospital, showroom, church, etc. Made of wood veneer permanently 

laminated to special backing, it is extremely pliable and completely flexible 

...may be applied to flat walls, curved surfaces—even wrapped around 

columns and pillars. Particularly effective on large, sheer wall areas and 

flowing, curved surfaces. \ 


Flexwood is easily applied to most smooth, porous, dry wall surfaces. 
It is especially desirable where fire or building codes limit the use of other 
forms of untreated wood. 


Species: Flexwood is available in more than 40 popular domestic and 
imported woods of choice grain and figure. 


Sizes: Weldwood Flexwood is furnished in flexible sheets, generally 2’ wide, and 
8’, 10’, or 12’ long, depending on the wood selected and your job requirements. 


is an especially priced, flexible wall covering that features wood veneers which 
are unmatched in pattern and frequently contain sapwoods. It creates an informal 
random effect ... ideal for interesting, low cost wall installations. Available in 
Mountain Tulip, Prima Vera, Tigerwood, Oak, Birch, Mahogany, Walnut 

and Red Gum. Neatly unit-packaged to cover 100 sq. ft.; each sheet is 15” wide 
and 8’ or 10’ in length. 








Walnut Weldwood Flexwood office 
Hospital Service Plan of New Jersey 


architect: Frank Grad & Sons 
installation: P. L. Neidlinger 











Kalistron provides the ideal interior wall covering where 
rough, tough treatment is encountered—in institutional and 
commercial buildings. It is easily bonded to most smooth, 
dry, porous wall surfaces, curved areas—even post-forming 
areas—quickly and economically. Meets fire code requirements. 
The color is fused to the underside of a clear vinyl sheet—pro- 

tected against scratching, scuffing and other wearing action. 
It will not chip, crack or peel. 


The wide range of “decorator-styled” Kalistron colors in- 
cludes pastels, tints, deep tones and solids... in the luxurious 
Spanish Crush Grain pattern. Kalistron is also available silk- 
screened with emblems, maps, insignia or other designs on 
special order. 35 yd. rolls are nominally 54 inches wide. Spe- 
cial colors are available on order. 


| White Kalitex wall, with yellow Kalistron above, 
| in recreation-community room of Ashland School, 
| East Orange, N. J., architect: Emil A. Schmidlin 
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Kalitex is textured, colored Kalistron ... for decorating new 
and existing walls in hospitals, hotels, theatres, etc. It is the 
same sturdy construction as Kalistron, but comes in three 
authentic, embossed reproductions of Burlap, Oriental Shan- 
tung and Basket Weave in the widest possible range of useful 
colors... including Taupe, Brown, Chalk Pink, Bisque, Pale 
Yellow, Pastel Blue, etc. Supplied in 35 yd. rolls, nominally 
54 inches wide. 


Kalistron patterns 





For additional information and prices of Weldwood Kalistron and Weldwood Flexwood, please submit full 
details on proposed application. We will supply complete data as well as the name of the supplier in your area. 





UNITED STATES PLYWOOD CORPORATION 
Flexible Materials Division, Box 85, Shelby Station, Louisville, Ky. | 
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CONSTRUCTION AND 
INDUSTRIAL PLYWOODS 


an ° 

DOUGLAS FIR An Exclusive Weldwood Feature 

Weldwood Douglas Fir, the “all-purpose” structural panel, is fab- Most interior grade Weldwood Douglas Fir is now lam- 
ricated in types, grades and sizes to meet a wide variety of building inated with L-1R resin adhesive—an adhesive that pro- 
requirements. All phases of manufacture are a controlled, self- vides positive protection against mold, a major cause of 
integrated Weldwood operation, based on years of plywood manu- panel delamination. Weldwood pee eee Douglas Fir 
facturing experience. Made to meet the highest standards of the made with this adhesive is guaranteed against delamina- 
industry. tion for outdoor storage on blocks for as long as 6 
Weldwood Douglas Fir is available in exterior grade as well as months, without a tarpaulin, or one year under tarpau- 
interior grade. The exterior grade is recommended for permanent lin. This is an important feature for sheathing, sub- 
outdoor service, including marine use. This grade utilizes phenol- flooring and other structural applications. For concrete 
formaldehyde resin as the bonding agent for positive ‘protection form work, interior Douglas Fir made with L-1R ad- 
against ply-separations. hesive has provided as many as 15 reuses. 


VARIETY OF GRADES, SIZES AND THICKNESSES 


There are 2 basic types of Weldwood Douglas Fir: exterior and interior, with a great 
variety of grades, sizes and thicknesses within each group as shown in the table below. 


TABLE OF VENEERS USED IN GRADING WELDWOOD PLYWOOD 


N A “special order” natural finish cabinet grade veneer for C (repaired) 
built-ins and interior paneling. ““N” face veneer is to be smoothly For underlayment and Plybase grades only. Tight knots, open 
| cut, 100% heartwood free from knots and open defects. Specific defects not to exceed 1/4” x 1/2”, splits not over 1/16” wide, lim- 
| small, well matched repairs permitted. ited sander skips and torn grain may be allowed. 
A Highest standard commercial quality veneer, used for panel C Veneer used in sheathing grades, for cores of Plyform and 
faces that are smooth and paintable. When more than one piece, Exterior plywood. Permits knots, open defects including knotholes 
veneer is to be well joined. Neatly made repairs, streaks and sap- up to 1” in least dimension, splits up to 3/16” that taper to a point, 
wood permitted, but grade does not allow knots or open defects. plugs and other repairs. 
B Presents a solid surface, with tight knots, circular plugs, lim- D Veneer used only for Interior-type plywood. Allows pitch pock- 
ited sander skips and splits not wider than 1/32” permitted, as ets, splits, knotholes up to 2%” and other open defects, plugs and 
well as repairs admitted in “A” veneer. other repairs. 
















GRADES OF INTERIOR DOUGLAS FIR 


GRADE | 
TRADEMARKS FACE BACK 
E laererA  P A Ae 30, 36, 48 60, 72, 84, 96, 120, 144 | %, %, %, %, %, %,1,1% 
Pam A 30, 36, 48 60, 72, 84, 96, 120, 144 | %, %,%, %, %,%,1 


A A , 36, f 
A B , 36, ’ 0, 
120, 144 
(Repaired) 
c D , 30, 36, | 
‘ D — 24, 30, 36, 
B B 






















%, 4, 4, Va, 4, A 1, 





%, Va, %, Ye, %, % 


TPlyscord = (| | _ 24, 80, 36, 48 | 72, BA, 96, 108, 120 He, %, Ye, %, % a 
L-IR (Interior) Plyscord| C D | 24,30,36,48 | 72, 84, 96, 108, 120 Ks, %, 4, %, % ee 
ry re a ee ee cee 


- GRADES OF EXTERIOR DOUGLAS FIR 


i os 30, 36, 48 60, 72, 84, 96, 108, 120, | %, %, %, %, %, %, %, 
144, 168, 192 





Ext-A-A 


i 1%, VA, 14 
30, 36, 48, 60 | 60, 72, 84, 96, 108, 120, | %, 4, %, 4%, %,%,%, ~ 
144, 168, 192 1) 14, he, 16 
30, 36, 48, 60 | 60, 72, 84, 96, 108, 120, | %, %4, %, 4, %, %, %, 
144, 168, 192 11%, 1M; 1% i 
30, 36, 48 60, 72, 84, 96, 108, 120, | %, 4, %, %, %, %, %, 
144, 168, 192 













114, a te 


Ext-Sheathing 24, 36, 48 72, 84, 96, 108, 120 Hi, ,4%,4 . 
Ext-Plyform 36, 48 72, 84, 96, 120 %, % | 


All grades are sanded both sides except Interior Plyscord and Ext-Sheathing, which are unsanded. 34” and thinner 
panels have a minimum of 3 plies; 14” to 34” inclusive are 5-ply minimum; panels 7%” and thicker are 7-ply minimum. 
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Weldwood Plybase 


Recommended as base for linoleum, wall-to-wall carpeting 
and all kinds of floor material, as well as backing for wall 
paneling materials, and for remodeling work. 


Weldwood Plypanel (interior grade) 

This many-purpose, “one-side” material can be used for wall 
and ceiling paneling, built-ins, wainscoting, backing and un- 
derlayment, counters, fixtures, displays, cut-outs. 


Weldwood Plyscord Sheathing 
(L-1R and exterior) 


This grade meets every requirement for wall and roof sheath- 
ing and sub-flooring. It is unsanded, low in cost, high in 
strength and rigidity. On construction jobs, its large size 
sheets permit economical erection. Panels 5/16” thick will 
provide more than twice the rigidity and strength obtained 
from 1x8 diagonal sheathing lumber and eliminates the need 
for costly corner bracing. The L-1R grade of Plyscord is 
bonded with L-1R Glue, a highly mold-resistant and moisture- 
resistant adhesive. Fully waterproof exterior grade sheath- 
ing, particularly well-suited for all types of farm structures, 
is also available. 


CONCRETE FORMS 





Utility Table Tops 


Weldwood Fir Plywood, 5’x 9’ or 5'x 4%’ (for a hinged table), 
is the perfect size for a utility table top, suitable for table 
tennis, electric trains and many other uses. Matching plywood 
legs sets also available. 


Weldwood Lebanex 


A superior exterior grade panel that combines the best fea- 
tures of Hardboard and Fir Plywood. Ideal for flooring, table 
tops, cabinets, pallets and a variety of exterior applications. 
It is rigid, puncture-proof and split-proof. A center of Fir 
plywood is sandwiched between %” Hardboard faces that 
are perfectly smooth. Its uniform density produces a tough 
surface that will resist wear and denting. 


Weldwood 2:4: 1 


A new Douglas Fir plywood panel that cuts flooring costs. 
It is a 1%” Fir panel that can be used as combination sub- 
flooring and underlayment. Can be applied on framing 
members spaced 48” o.c. Panel size: 4’ x 8’, unsanded, with 
C-repaired face and D back. 


A complete line of concrete form panels is available with either L-1R or exterior adhesive for maximum reuse — 
textured surfaces make it easy to achieve low cost decorative surfaces with striated design (Formtex) or rustic 
swirling design (Surf-Form). Ultra-smooth surfaces and maximum form reusage can be achieved with tough 

plastic faced Weldwood Permaply form panels. Economy-priced Smooth Form panels with plastic filled faces are suitable 
for less demanding projects. Exterior and L-1R Plyform are, of course, also available. 





Formtex textured concrete walls, 
Larson Air Force Base, Washington 


CUSTOM FABRICATION 


A special Custom Fabrication service is available 

for specially fabricated fir plywood parts. 

Includes complete facilities for cutting to exact dimensions, 
shaping, routing, boring, etc. Modern precision machines 
enable us to offer you reasonable prices for this custom 
work. Address all inquiries to your nearest 
Weldwood distributing unit. 


Formtex textured con- 
crete on underpass walls 












Weldwood sidings can be 
applied direct to studs. 





ett 


Duraply (Board and Batten effect) 





Duraply lap siding. 
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WELDWOOD SIDINGS 


For exterior use on all types of residential, commercial and industrial buildings, 
seven different Weldwood sidings offer design flexibility and lower costs— 
saving time, labor and material. 

Weldwood sidings are combination sheathings and sidings—can be applied 
direct to studs. This produces a stronger, more rigid construction 

than conventional methods. Weldwood sidings can also be used for soffits, 

gables and fences. 


Exterior Weldtex 


Striations—deep, parallel, random width, vertical grooves—are cut into the 
face of Weldwood Exterior Grade Douglas Fir Plywood. The result is 
interesting highlights and shadows that conceal butt joints and nail holes. 

No grain raise. No checking. Can be painted or stained. Available in large sized 
sheets, 4’ x 8’, 9’ and 10’. %” thick Exterior Weldtex can be applied 

directly to studs. 


Texture One-Eleven (1-11 ) 


Exterior siding panel designed for application directly to studs. Deep parallel 
grooves spaced 2”, 4” or 8” apart, cut into faces. Small knots and knotholes and 
other natural characteristics. Shiplap edges permit continuity of pattern and 
conceal joints. Ideal for soffits, ceilings, gable ends, carports, breezeways, fences. 
Widths: 16”, 32”, 48”. Lengths: 96”, 108”, 120”. 

Texture One-Eleven design is also available with Duraply faces to provide 
smooth surfaces for perfect paintability. 

Ivy League Panels, in similar design but in %” thickness, are available at 
lower cost—for applications over sheathing. 


Weldwood Duraply Sidings 


Duraply is Weldwood Exterior Plywood with a permanent surface of 
phenolic resin and cellulose fiber (CreZon®). It is the perfect, paintable siding — 
it holds paints smoothly to withstand weather, abrasion and impact. 


(For full explanation of Weldwood Permanently Surfaced Plywoods, see page 21.) 


Duraply Flat Panel 


Large %” Duraply panels can be used in plain sheets or as board and batten 
siding, applied direct to studs without sheathing. 


Texture V-6 Duraply and Texture V-8 Duraply: 

Large sheets (4’ x 8’, 9’ and 10’) in standard thicknesses, with %”-deep, 
5/16”-wide v-grooves spaced 6” or 8” to look like v-matched boards. 
Applied directly to studs as a combination siding and sheathing. 

Available in standard thicknesses from 5/16” to 3/4”. 

Suggested uses—gables, siding, fencing, carports, store fronts. 


Duratex: 

Expressly designed to meet the functional needs and advanced styling of the 
modern house. Duratex has a striated section spaced 8” or 16” on center, goes up 
fast. Available in 4’ x 7’, 8’, 9’ and 10’ panels in all popular thicknesses. 


Duraply Lap Siding: 

Exterior-grade Duraply pre-cut to size for use as lap siding: %”-thick, 
overlay on one (exposed) side only. Available 15-7/8” or 11-7/8", and in 
lengths from 8’ to 10’8”. Furring strips attached at factory. 

Metal corner moldings available. 


Weldwood Hardboard Siding 


Weldwood tempered Hardboards, for use as exterior siding, are produced 
primed, textured, grooved, and with rustic plank texture in a full range 

of thicknesses and panel sizes. For full details on the full range of Weldwood 
Hardboards for interior and exterior use, see page 24. 
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WELDWOOD OLD CRAFTSMAN PINE 


Weldwood Old Craftsman Pine is a definitely superior panel in every way— 
and a long time favorite of fine cabinet craftsmen since Colonial times. 

Low in cost, yet easy to fabricate, light in weight, dimensionally stable and ideal 
for paint, stain or natural finishes. All pine throughout—no substitute inner 
plies and bonded with L-1R glue, the special mold-resistant adhesive developed 
exclusively by Weldwood. The “sound 1 side—solid back” (AB) grade is 
recommended for cupboard doors in 3/4” thickness; 1-3/16” is an ideal thickness 
for 14%” tops surfaced with Micarta. Two handsome new decorative Pine 
panels—Cape Cod and Plank Pine—also are now available for interior wall 
finish. Available in many face and back grades in Interior-type: 3-ply, 4” and 
3/8”; 5-ply, 1/2”, 5/8” and 3/4”; 7-ply, 3/4” and 1-3/16” in 3’ and 4’ widths, and 
6’, 7’, 8’ and 10’ lengths. Other sizes and Exterior-type on order. 


SPRUCE 


Although they are about the same price as Douglas Fir, Spruce panels are 
easier to paint or finish. Less “checking” or grain raising, too. Also can be used 
as a core panel for plastic laminates such as Micarta. Sizes 4’ x 8’ and 


4’ x 10’. Thicknesses from 1/4” to 1-3/16”. 


AROMATIC CEDAR 


Weldwood Aromatic Cedar is available from stock in 4%” thickness—3-ply 
construction. Characterized by the familiar cedar fragrance, these panels are 
intended primarily for closet linings, chest linings, etc. 4", 3-ply: 4’ x 6’, 7’ and &’. 


KNOTTY CEDAR 


Weldwood Knotty Cedar is golden brown in color, with sound knots spaced 
at random on the panel face. Good-one-side: Recommended for interior 


paneling, cabinet work, built-ins, etc. 4” and %” x 4’ x 8. 


SPECIAL PLY WOODS 
Die Boards 


are made of carefully selected veneers, fabricated to precise 
thickness and engineered for maximum dimensional sta- 
bility. 1/2”, 5/8”, 11/16” and 3/4” thick, 2’ x 3’ and 3’ x 4’ 
panels. And 5/8”, 11/16” and 3/4” thick, 2’ x 4’ panels. 


Aircraft Weldwood 


is a light-weight, strong structural plywood made with 
waterproof adhesives. Available with the grain of the sur- 
face veneer running at either a 45° or 90° angle. Govern- 
ment Specifications MIL-P-6070. Birch 90° and Mahogany 
90° in 1/16”, 3/32”, and 1/8” and 1/4” x 4’ x8. 





Basswood 


is a light-colored softwood that is popular because of its 
good behavior. The lightest weight panel in general use, 
Basswood is ideal for jig-sawing and manual training 
work. Takes paint or enamel perfectly. Basswood Profiles: 
3/20” and 3/16” x 10’ x 4’. 


Bending Panels 


offer the flexibility necessary to create bent or curved 
effects in wood paneling. There is a 2-ply panel for bending 
with the grain on the face veneer and a 3-ply panel for bend- 
ing across the grain. The 3-ply is recommended for cylin- 
drical shapes and columns. Thickness: %%", Good One Side. 
Available in Birch, Korina, Oak, Walnut, and Mahogany. 


ASB EK STOLU X. the fireproofing insulation board 


* 100% incombustible * Excellent thermal insulation value 
¢ High strength/weight ratio * Completely stable: will not 
swell, twist, or warp * Will not rot * High chemical resist- 
ance * Electrical strength * Easily sawed, nailed, fastened. 


ASBESTOLUX board’s unique properties are derived from 
its Amosite asbestos fiber and carefully graded silica. Bond- 
ing under high pressure steam produces this light, strong 
material which is immune to molds and deterioration. As- 
bestolux boards are economically suitable for use where 
organic boards fail. The high strength/weight ratio and 
high resistance to acids make Asbestolux particularly suit- 
able for exposure to weather, high relative humidities and 
corrosive conditions. 





Economical 


Remarkably low priced—actually costs less than many in- 
ferior boards. 


Other Properties 


¢ will not shatter in heat * absolutely durable ° very light 
in weight * high strength/weight ratio * withstands con- 
tinual steaming * unaffected by moisture * immune to ter- 
mites * can be punched, drilled, sanded or beveled * easily 
painted, papered, plastered or filled. 


Sizes and Weights 


sheet sizes: 48”x96", 108”, 120” and 24”x96”, 108”, 120”. 
Cut-to-size available on order. 
thicknesses: 3/16”, 1/4”, 3/8”, 1/2” 


density: 45 lb./cu. ft. (14 oz./sq. ft.—%” thick) 
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PERMANENTLY SURFACED 


EXTERIOR AND 


MARINE PLYWOODS 


For Outdoor Signs, Siding, Concrete Forms, Boats, Building Construction, Vehicle Linings 


Manufacturers, builders and architects specify Weldwood 
plywood for the cost savings of this superior strength, light 
weight, relatively thin material. However, plywood some- 
times is not sufficiently resistant to abrasion and denting, 
and in extreme exposure to weather, unsurfaced plywood 
faces might check, causing paint to flake and peel. 
Weldwood Permanently-Surfaced Plywoods have been de- 
signed for superior finish quality and superior resistance to 
wear. 

No Checking —Swelling and grain raise are practically elim- 
inated: paint stays put. 

Takes Paints Perfectly—Weldwood Duraply paints smoothly 
and holds paint well. Duraply needs only two coats of exterior 
oil-base paints to obtain results comparable to three coats 
on other surfaces. Weldwood Permaply requires no paint. 
Long exposure will cause only surface fading. 
Weatherproof—Duraply and Permaply are not affected by 
weather. 

Wear and Dent Resistant—Duraply and Permaply resist wear, 
abrasion and denting at least 2 to 3 times as well as plywoods 
they replace. 

Easy to Work—with carpenter and shop tools. 

Easy to Stock and Handle—Panels are practically the same 
weight as standard, unsurfaced plywoods. 

Long Useful Life—Duraply and Permaply drastically cut 
replacement and repainting frequency. 

Less Spoilage—in prolonged storage indoors or outdoors, and 
by careless handling. 

Less Waste—No grain direction. 


Weldwood Duraply 


Weldwood Duraply is waterproof plywood with an armor of 
CreZon* permanently fused to the face under controlled heat 
and pressure. CreZon is a combination of cellulose fibers and 
phenolic resins, pressed to a finished thickness of .014”. Weld- 
wood Duraply is available in a variety of sizes, thicknesses 
and special purpose constructions. 


Products 


Exterior-Grade Duraply: 


CreZon overlay on one or both sides (Good-1-Side or Good- 
2-Sides). “B’’ grade faces under the CreZon. “C” grade 
Douglas Fir back and inner plies. Special constructions when 
requested. 


Royal Marine Duraply: 


Overlay on one or both sides (Good-1-Side or Good-2-Sides). 
Philippine Mahogany veneers under CreZon and as backs on 
G1S panels. B-grade inner plies. All-fir constructions avail- 
able. Royal Marine Duraply meets MIL-P-8296B and complies 


’ with the requirements in Table III of Commercial Standard 


CS-45-55 for Medium Density Overlays. 
Duraply Sidings: 


See page 18 for descriptions of combination siding and sheath- 
ing, for gables, siding, fencing, carports, store fronts. Build- 
ers find that the large, easy to handle sheets save time, labor 
*Reg. T. M. Crown Zellerbach Corp. 


NOVOPLY 
Resin-W ood Fabricated Panels * Flat * Smooth * Stable 


es 
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Novoply core table by Daystrom Furniture Div. 





for partitions, paneling, folding doors, doors, jalousies, room 
dividers, fixtures, displays, work table tops, built-ins, cabinets, 
shelving, furniture; core stock and sink tops under laminates. 


Novoply is unique. No other fabricated panel is so carefully 
designed and produced, approaches its workability and ease 
of finishing, or is so dimensionally stable. 


Novoply is fabricated of new wood and special resins. Novoply 
is made solely of wood and resin—a patented 3-ply board of 
balanced sandwich construction. The dense outer plies consist 
of wood flakes which have been specially prepared from virgin 
timber; the lower density core is composed of medium-sized 
wood chips. 


Novoply has outstanding stiffness; its lack of grain direction 
makes it flat, dimensionally stable, and virtually warp-free. 


An excellent, lasting finish is easily attained on Novoply with 
paint (brushed or rolled on), stain, varnish and lacquer. 


Filled Novoply 


For a smooth painters’ finish specify Filled Novoply (stand- 
ard Novoply, face-filled at the factory to save finishing time 
on the job). Filled Novoply offers the identical properties as 
standard Novoply, but with improved paintability. 
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and money, and that the superior appearance of painted Dura- 
ply helps sell houses faster. 


Cabinet Grade Duraply: 


5” and %” Exterior-grade Duraply with CreZon overlay 
on both Philippine Mahogany faces. 


Duraply Panel Sizes and Thicknesses: 
Thicknesses: 5/16”, 3/8”, 1/2”, 5/8”, 3/4”. 
Sizes: 48” x 96”, 48” x 108”, 48” x 120”. 


Note: Job-engineered panel sizes and constructions (num- 
ber of plies) are readily available on special order. 


Weldwood Permaply 


Exterior-type Weldwood Douglas Fir permanently faced one 
or both sides with a very smooth, very tough combination of 
resins and fiber. 


The 0.009”-thick face of cellulose fibers saturated with phenol 
formaldehyde resin is fused to the outer veneers under heat 
and pressure. 


Weldwood Permaply does not require finishing for protec- 
tion, but it can be painted if desired. If, for appearance sake, 
it is necessary to paint, alkyd resin or phenolic resin paints 
assure the desired adhesion. Weldwood Permaply takes paint 
well, and holds it longer. The face doesn’t ‘‘work’’... moisture 
does not penetrate to cause blisters and cracking and flaking. 
Weldwood Permaply is available in semi-opaque buff and 
opaque black, in a variety of sizes and thicknesses in Standard 
Grade and Concrete Form grade. 


Standard Grade Weldwood Permaply: 


The normal construction is with 60 lb., 0.009” thick overlay 
on one or both faces of Weldwood Exterior-Grade Douglas 
Fir plywood. For all purposes except re-usable concrete forms. 


Novoply P.G. (Premium Grade) 


For a perfect appearing, long-lasting paint finish on surfaces 
which are normally subjected to abrasion, impact and mois- 
ture, specify Novoply P.G. It is standard Novoply plus smooth 
overlays that assure a finish equivalent to paint on hardwoods. 
The face surfacing is medium density phenolic resin/cellulose 
fiber, CreZon, which is well-known for its ability to take 
painters finishes smoothly and hold them securely against 
blistering, flaking and chipping. 


Available Panel Sizes and Thicknesses 
Novoply, Filled Novoply, Novoply P.G. 





thicknesses + .025” panel sizes standard cut-to-size 
a/s- 4’ x 16’ or multiples 

nie A786 4' x 16’ or 6’ x 12’ or multiples 

3/4” any size up to 4’ x 16’ or 6’ x 12’ available 





eek 4’ x 16’ or 6’ x 12’ or multiples 
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Note: All panels are sanded—limitation, 54” width. 


Machined parts—For manufacturers who wish to produce Novoply parts, 
but do not wish to equip and man a special shop for machining, the Weldwood 
factory will machine parts from Novoply, and Filled Novoply and Novoply P.G., 
to the tolerances of prints or sample parts. Weldwood factory machining includes 
all operations needed for finishing pieces (except assembly). 


Outstanding Properties and Characteristics 


ATTRACTIVE—Unique, attractive wood mosaic—varying grain 
color and direction of thousands of separate wood flakes. No 








Grid Pattern Standard Weldwood Permaply: 
Weldwood Permaply is available with a special grid surface 
embossed into the resin fiber face for factory and vehicle 
floors, ramps and non-skid boat decking, stair treads, hatch 
covers, and any surface where a wear-resistant, non-skid 
surface is needed. 


Concrete Form Grade Weldwood Permaply: 


This grade provides a higher number of satisfactory concrete 
form re-uses than any other plywood product: 


Forms are easily stripped. The cured concrete will show no 
grain pattern and the result is a surface that rivals plaster 
in smoothness. 

Panel Sizes and Thicknesses 


Thicknesses: from 5/16” to 3/4”. Sizes: 48” x 96” and 60” 
x 120”, standard. Where required, larger panels can be manu- 
factured by scarfing. 





Duraply Sign by Pacific Outdoor Advertising 


plugs, no patches, no overall grain direction. STABLE—So 
little swelling that it can be ignored for normal uses. HARD 
—More resistant to dents and scratches than the wood from 
which it is made. STRONG— More than adequate for use as 
doors, partitions, fixtures, etc. RELATIVELY LIGHT-IN- 
WEIGHT — %” Novoply weighs only 1.4 lb./sq. ft. READILY 
FASTENED with screws, nails and all common fasteners. 
READILY MACHINED with all hand and power tools common 
to carpenters and woodworking shops. LOW THERMAL CON- 
DUCTIVITY— Better protection against heat than same thick- 


ness of wood or plywood. BARRIER TO TRANSMISSION OF 


SOUND—Not a substitute for acoustical materials, but more 
satisfactory than much economy construction. TERMITE 
RESISTANT— Better than most wood products. Specially 
treated Novoply is available on order. 
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Novoply desk and wall—Marchant Calculators, Pasadena, Calif. 























































WELDWOOD 
ROYAL MARINE PLYWOOD 


the marine plywood with the gold edge 


A real marine plywood, expressly engineered for safe, 
secure, seaworthy, beautiful outboards, inboards, 
sailboats, and kits. To meet the greater demands on the 
strength and seaworthiness of their boats, leading 
boatbuilders specify Weldwood Royal Marine Plywood. 
A new kind of plywood—designed, engineered, 

and tested both in the laboratory and in actual test 
boats—Weldwood Royal Marine Plywood meets the 
most exacting requirements for marine applications 
to make possible new standards of beauty, 
dependability, and low-maintenance for all size craft. 


This diagram of Royal Marine Duraply= 
one type of Weldwood Royal Marine 
Plywood =tells you why: 


A. Phenolic resin-cellulose fiber overlay is waterproof, 
abrasion-resistant, smooth, and doesn’t check; 
available on one or both sides of Weldwood Royal 
Marine Duraply. ee Sk 


BE gi 9: 
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B. Patch-free Philippine Mahogany under overlay 
eliminates grain show-through to produce finest 
paint surface. 


C. Sturdy cores with rigid core void specification 
increases strength and eliminates moisture traps. 


D. High quality Weldwood waterproof phenolic glue 
assures rotproof, waterproof glue lines; backs up the 
Weldwood pledge: “(Guaranteed never to delaminate.” 





Constructions 


Weldwood Royal Marine Duraply — Tough 
“skin” overlaid on Philippine Mahogany. Extra-high 
resistance to abrasion and wear. Needs no sanding. 
No undercoating—paints beautifully because grain 
can’t show through. Withstands buffeting; won’t 
blister, crack, or swell. For hulls, decks, bulkheads, 
transoms and other heavy-duty areas. Popular sizes; 
%” to %” thick. Lengths to 36’ on order. 








Weldwood Royal Marine Identify genuine Weldwood Royal Marine Plywood 
Philippine Mahogany- Beautiful, fine-grained by the Weldwood brand and by its gold edge. 
Philippine Mahogany faces. Easy to finish natural 

or paint smooth. Popular sizes; thicknesses: %” to %”. as he 

Longer length to 36’ scarfed on order for industrial Pal Boal Marine Wevood 

accounts. All surfaces are specially treated to insure 2 a a eee : 

perfect painting and handling characteristics. 


( ment in the manufacture of 
: plywood—a panel expressly 
WELDWO 0D engineered for marine use. 
Developed after years of 


royal marine exhaustive laboratory 


Weldwood Royal Marine Douglas Fir — Speman 
: 7 PLYWOOD | jest 


combines special mechanical 


) The boatbuilder’s favorite, because it is economical sik sidenote properties and exceptional 
; and exceeds Commercial Standards for marine plywood. Stns marin constuction cca 

, Popular stock sizes available; thicknesses: 4” to %”. = > 

Special constructions and lengths available on your 


special order. 

















WELDWOOD 
OVERLAID PANELS 


TEKWOOD for luggage. furniture, toys, store fixtures, 
displays, exhibits, retail packages, etc. 

Meets government specifications for paper-overlaid veneer for 
domestic shipping containers. Will not buckle, shatter or splinter. 
Can be sawed, routed, die-cut, bent, folded. Holds staples, nails 

and rivets firmly. Can be taped, glued, strapped. Takes paints and inks. 
012” to .030” unbleached cylinder Kraft faces on 1/20”, 1/16”, 
1/12” cores. 1/13” to 1/16” thick in 4’ x 4’, 4’ x 8’ and cut-to-size. 


EMBOSSED TERKRW OOD. for displays. 


luggage, wardrobes, footlockers, furniture, store fixtures, etc. 
&& 


Same as Tekwood but has deep-patterned, colored surface, 
in such textures as Basket Weave, Champlain Tekwood, etc. 
Embossed, painted cylinder Kraft face 1/8” x 2’ x 4’. 


DECORATIVE TEKWOOD for displays. 


toys, furniture, store fixtures, exhibits, etc. 

Same as Tekwood but faced in exciting wood grains such as Birch 
and Mahogany and in colorful patterns, such as Tweed, etc. . 
012” to .030” cylinder Kraft faces on 1/16” cores. 1/8” and 3/16" x 
4’ x 4’, 4’ x 8’ and cut-to-size. 


PROTERKWOOD for open-car and overseas 


containers; for temporary shelters. 


Meets government specifications for export packaging; resists 
weather, rot and fungus. Light-in-weight, easy to handle and work; 
may be sawed and nailed. %” veneer faced both sides with 
asphalt-saturated (115-130% dry basis) Kraft faces. 1/17", 8/16" = 
4'x 4’, 4’ x 8’ and cut-to-size. 


TEKPAK for domestic shipping containers, corner posts, 


cheese box liners, luggage, tote boxes, etc. 


Meets government specifications for domestic shipment. 
Light-in-weight with high strength/weight ratio. Fabricates well — 
can be die-cut, sawed, routed, bent, nailed, glued, stapled, etc. 

42# and 90# Kraft linerboard on one or both sides of Douglas Fir 
core. 1/10”, 1/8”, 1/7”, 5/32”, 8/16” x widths to 58”, lengths 

to 12’ and cut-to-size. 


VULCANEER for tote boxes, luggage, wardrobes, 


footlockers, trunks, furniture, furnishing, etc. 


Combines the best features of vulcanized fiber and wood into a 
remarkably stable panel with high resistance to abrasion and impact 
and high strength/weight ratio. Die-cuts well. Can be permanently 
bent and shaped. Forms under heat and pressure up to a right angle 
bend. .010” to .030” vulcanized fiber faces on 1/20” to 3/20” core. 
8-ply and 5-ply, 4’ x 4’,4’x 8. 
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WELDWOOD HARDBOARD 


Weldwood Standard Hardboard — Easy to work 
and finish for interior walls, ceilings, built-ins, partitions 
and other uses. Hard, smooth surface on one side. Unusually 
strong; weighs approximately 67 Ibs./cu. ft. Denser than 
most woods. 1/10” x 4’ x 12’; 1/8”, 3/16”, 1/4”x 4’x 16,4’ x 1’; 
B716" x 4''x 12, 4 x1". 


Weldwood B-board — Less dense standard hardboard 
available 1/8” and 1/4” thick, 4’ x 1’ up to 4’ x 10’. 


Weldwood Tempered Hardboard-Strong. Water- 
resistant. For exterior paneling, siding and signs, and 
wherever else wear, humidity, and rough usage must be con- 
sidered. Approximately 7 times more abrasion resistant than 
Standard. 


Weldwood Primecoated Hardboard -— Standard, 
Tempered and Walltuf grades primed to provide perfect base 
for all finishes. 


Weldwood Walituf Hardboard — For interior use. 
Less dense than stronger, harder Standard Hardboard. Simi- 
lar in other characteristics. 3/16”, 1/4”, x 4’x 16’, 4’ x 8’. 


Weldwood Standard Dekalux — Smooth-2-sides. 
Interior hardboard. 


Weldwood Tempered Dekalux — Exterior and in- 
terior. Smooth-2-sides. 1/8” x 5’ x 16’, 4’ x 3’; 3/16” x 5’ x 16, 
ae ty 1G a x5: 1/4 55 £16, 8 x 1, 4 x 167,424 xt. 
Weldwood Dekatile — Tempered. For bathroom and 
kitchen walls, 1/8” x 4’x 16’, 4’ x 3. 


Weldwood Dekaleather — Embossed like Spanish- 
grain leather; for offices, lounges, etc. e/a" s 4° 3 16); 4 x 3. 


Weldwood Dekaply — Low density, 2 and 3-ply lamin- 
ated hardboard for cupboard door stock and core material. 














































Weldwood Dekadoor-— %” skins for hardwood flush 
doors. Available in carload quantities of 28,000 ft., min., 
1%” basis. 


Weldwood Colorseal Hardboard—Interior, screen- 
back hardboard treated with a penetrating baked sealer. Ideal 
for furnishings, etc. 1/8”, 3/16”, 1/4” thicknesses, in 4’ x 1’ up 
to 4’ x 16’ panels. Green and Gray. 


Weldwood Misty Grain Hardboard — Decorative 
interior wall panel in 3 distinctive styles—random grooved; 
5 grooves spaced at 16” centers across face of panel; and plain 
ungrooved-smooth faced. 4” thick, in 4’ x 3’ up to 4’ x 16 
panels. 


Weldwood Perfowood — Decorative and practical. 
Round or square perforations. Takes standard hardware, 
clips, and hangers to hold or display a variety of items. Round 
Holes—1/8”, 3/16” x 4’ x 8’ with 3/16” round holes 1/2” or 1” 
o.c. Square Holes—1/8”, 3/16”, 1/4” x 4’ x 8’ with holes 1”o.c. 


Weldwood Lebanex-—5-ply, hardboard faced plywood. 
Tough, smooth, resists wear and denting. For concrete forms, 
table tops, sliding doors, etc. 


WELDWOOD 
HARDBOARD 
SIDING 


Weldwood Primed Siding — Neutral prime-coated, 
tempered lap siding. Vented aluminum strips hold panels 
without visible nailing. Prime coating equals two coats of 
hand applied primer. Interlocking metal corners and joint 
fasteners are available. 4” x 10” and 12” x lengths to 16’. 


Weldwood Textured Siding -— For gables, walls, sill 
courses, accent areas. Shiplap edges. 


Weidwood Grooved Siding-—3/8”. wide, 1/10” deep 
grooves 4” or 8” o.c., (or random-spaced to specifications). 
5/16” thick, up to 16’ in length. 





Weldwood Textured Grooved Siding — Similar 
to Grooved Siding but with added shallow, irregular vertical 
striations between grooves. 





Weldwood Rustic Plank-— Interior/exterior tempered 
panel, random spaced 3/8” grooves, 1/10” deep. Needs solid 
backing for exterior use. 


Weldwood Ribbed Siding —- Exterior siding 5/16” 
thick between ribs, and %” thick at ribs, spaced 4” or 8” o.c. 
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ARMORPLY 


Armorply is a sandwich panel, usually with a Weldwood 
plywood core, faced with metal such as zincbond steel, 
stainless steel, aluminum, porcelain enameled metal, copper, 
etc. Unique Armorply paneling combines strength, lightness, 
rigidity and easy fabrication with the toughness and 

long life of fireproof metal. 


Armorply is made to specification. For all the facts, write 
for the Armorply Brochure. 


For exterior or interior 
installations, Armorply is a structurally sound building 
material which has excellent decorative possibilities. 

Ideal for building fascias and curtain walls, counter-fronts, 
work surfaces, kitchen cabinets, office partitions, 
sliding doors, etc. 


Strong and rigid Armorply 
has helped solve many difficult, industrial designers’ problems 
in truck and trailer bodies, shielded rooms, walk-in freezers 
and coolers, special floorings, specialty containers, carrying 
cases, processing machinery, railroad car and steamship 
interiors, storage tank tops, and many others. 


Weldwood Armorply, Forming Grade, can be bent to a 
right-angle or to a radius. It can be sawn, sheared, 
perforated, and otherwise fabricated by conventional 
equipment. Its remarkable stiffness and lightness of weight 
make it an ideal material for containers, ducts, ceilings, etc. 
Thickness: 1/8”, 3/16”. 


PORC-LIN-PLY 


is a weatherproof porcelain-faced panel for constructing 
building fronts, and for interior paneling in stores, schools, 
offices and hospitals. It has a colorful, hard-to-mar porcelain 
enameled steel face over Weldwood exterior-grade plywood 
backed with rust-resistant metal sheet. The porcelain facing 
will not fade, peel, crack or stain. It resists scratching, 
denting and chipping. The weatherproof exterior-grade 
plywood core and the metal backing sheet assure straight 
panels. Other constructions and sizes to specifications. 
Complete line of extruded aluminum moldings. 5/16” thick, 
3’ x 8’ sheet in a variety of rich colors are standard. 








Armorply 
elevated 
flooring 






























Armorply 
freezer — 


National 
Biscuit Co. 


Porc-Lin-Ply 
fascia — 
Kerr’s 
Department 
Store 





GL ASW E LD -¢ stonelike exterior/interior panel * permanent opaque color 


Weldwood Glasweld provides color-fast beauty, absolute 
stability, and 100% resistance to weather and fire in a 
low-cost, general utility panel. Its lasting mineral enameled 
surface in over 30 colors and patterns is integrally fused. 
For rugged exterior facings as well as highly decorative 
interiors, plain or perforated Glasweld is guaranteed for 
structural integrity and against fading for a minimum 
period of 5 years, by United States Plywood Corporation. 


Features and Advantages 


guaranteed color fast * fully weatherproof and waterproof 
* 100% incombustible * high strength/weight ratio ¢ di- 
mensionally stable * rot-free * vermin-free * highly abra- 
sion resistant * highly chemical resistant * easy to clean, 
needs practically no other care. 





Applications 


fascia panel components * window inserts ° soffits * canopy 
ceilings * fixed and movable partitions * wainscots ° ceilings 
(perforated or plain) * countertops and dinette tops * bath- 
room walls * sliding doors * walk-in freezer panels. 


Sizes, Thicknesses, Weights 





thickness width length weight/sq. ft. 
1/8” 48” 96”, 120” 1.384 
3/16” 48” 96” 2.004 
1/4” 48” 96” 2.764 
5/16” 48” 96” 3.444 





WELDWOOD CHALKBOARD * WELDWOOD TACKBOARD 
WELDWOOD ALUMINUM CHALKBOARD TRIM 


for schools, offices, terminals, production control centers 


Weldwood Three Coat Chalkboard 


proven glare-free surface + never needs refinishing + combination chalkboard, 
bulletin board, visual aid screen « guaranteed for the life of the building. 


Weldwood Three Coat Chalkboard combines the desirable features of all good chalkboards, but 
never needs maintenance or refinishing. It is guaranteed to last the life of the building. 
Designed especially to assist modern teaching methods, Weldwood chalkboard has been found 
very successful in commercial and institutional applications as well: wherever instructions, 
schedules and records must be economically kept up to the minute. 

The surface is a special composition 3 coat porcelain-enamel, fired under exacting controls on 
18-gauge enameling steel. This face is manufactured in accordance with the Porcelain Enamel 
Institute’s “Standards for Architectural Porcelain.’’ The process and the product consistently 
satisfy the rigid inspection and exacting wear and abrasion testing by the Electrical Testing 
Laboratory of New York City. 

Doubles as Visual Aid Board: Its attraction for magnets often eliminates the need for projec- 
tion screens, easels, bulletin boards. Diagrams, gridlines, maps, music staffs, charts or other 
special designs can be ordered permanently silk-screened or painted on the surface. 
Glare-free color: For utmost readability, controlled reflectance, and pleasing appearance, a 
Modern Green #151 has been developed. The Reflectance Factor both new and after usage is 
18.5% ... midway between the 15% to 20% reflectance factor limits recommended by the 
Illuminating Engineering Society and American Institute of Architects. Weldwood Chalkboard 
is also provided in Light Green #128, Grey-Blue #287, Gunmetal Grey #277, and, for use with 
audio-visual equipment, Projection-White #221-L. 


Weldwood ‘24’? Series Chalkboards 


This is a light-weight, medium priced, porcelain face metal chalkboard on a balanced, stable 
construction. It offers valid economies in purchase and long life. 


Weldwood *°316’’ Series Chalkboards 


This is a low-cost inorganic mineral board with a vitreous enamel surface which approaches the 
hardness of porcelain. Its erasing qualities are excellent. This surface also can be washed. 


Weldwood Aluminum Chalkboard Trim 


Weldwood Aluminum Chalkboard Trim, with architectural anodized finish, is an engineered, 
complete trim system, designed to reduce the cost of installing chalkboards. This system 
i includes all the accessories necessary for a complete chalkboard installation. Lower in initial 
Weldwood Chalkboard and cost than ordinary trim, it eliminates the use of costly fixed grounds and requires only one trip 
Weldwood Tackboard to the job site to install both trim and chalkboard. Consult your Weldwood Chalkboard Distribu- 
tor for complete details on this expertly engineered trim system. 


Weldwood Tackboard | 


Weldwood Tackboard further reduces the overall cost of a unified Weldwood Chalkboard 
installation and requires no maintenance. Low in cost, Weldwood Tackboard is designed with . 
Kalitex, a strong, sturdy vinyl surface having the color and pattern permanently fused to the 
underside. It can be washed or scrubbed with soap and water. It resists scratching, scuffing 
and other action. It will not chip, crack or peel. Weldwood Tackboard is furnished in 29 stand- 
ard colors to complement the entire line of Weldwood Chalkboard. 


Weldwood Bulletin Boards 


_.. the new preframed “pin-up” board for home, school and office that is low cost—strong and 
sturdy—will take tacks, pins, staples and tape—comes in 29 colors to complement or accent 
any interior—will not scratch or scuff—chip or crack—and is easy to clean with mild soap and 








ee 











Green-blue Weldwood water. Also available surfaced with cork or natural burlap. Easy to hang with standard picture 
Chalkboard, and Tackboard hangers. 

oo evawood Aluminum 6 Sizes: 18” x 24", 24” x 30”, 24” x 36”, 36” x 48”, 48” x 60”, and 48” x 72”. 

Chalkboard Trim, and ae ' 

Kalistron wainscot Construction: Weldwood Kalitex, cork or burlap surface over a specially treated fiber board 
St. Luke’s, N. Y. C. which is moisture, vermin and decay resistant. Framing is anodized aluminum. 

architect: Thomas Bell ° 

installation: Kalflex, Inc. Easels, Cases and Bulletin Boards 


26 A full line of Weldwood portable and fixed units is available. Write for full details. 











WESTINGHOUSE 
MICARTA’ 


Micarta, the original high pressure laminate, is an 
amazingly durable surfacing material that belongs in 
every room of the home. Micarta is manufactured in 

a dazzling array of colors, patterns, and wood 
Trugrains* to meet every specification. It is used 
wherever a combination of beauty, durability and low 
maintenance-cost is desired for commercial or 
residential purposes—in schools, hospitals, restaurants 
or bars, for vertical surfaces, counters, 

dinettes and furniture. 


Micarta never needs polishing, waxing or finishing. 
It resists nicks, scratches, stains, alcohol, 
alkalies and heat up to 275° F. 


Micarta Sheets 


This is Micarta in flat sheets of 1/16” thickness 

for home bonding with Weldwood® Contact Cement. 
Micarta Sheets, like Micarta Panels, are available 
in a wide range of sizes, colors, patterns and wood 
Trugrains. The sheer range of Micarta’s wonder 
working qualities offers new outlets for imaginative 
planning in every room of the home. You'll find 

the color and pattern you want for the kitchen, 
living room, bathroom or den. 


Micarta Panels 


These are flat, rectangular panels with the 
Micarta surface factory-bonded to %” or 1%” 
Weldwood plywood or Novoply. 


Micarta panels eliminate the job of gluing Micarta 
to a wood backing. Micarta panels are used for 
counter tops, vanity tops, bar tops, shelving, work 
surfaces and all paneling. Wide range of sizes 
available including: 24” x 96”, 30” x 60”, 30” x 96”, 
36” x 72” and 48” x 96”. 


Micartabord* 


Micarta ‘molded’ to tempered hardboard. Its 
permanent colors and durable surface make a handsome, 
easily maintained installation over existing plaster 

or other walls. The finished plastic-faced panels are 
available 24” x 96” or 48” x 96”, in 5/32” thickness. 
Other sizes available on order. 


*Micarta, Trugrain and Micartabord are 
registered trademarks. Manufacture is by 

Westinghouse Electric Corporation and distribution 
is by United States Plywood Corporation. 


Pleasantly decorated 
bathroom shows Micarta 
Post-formed Vanity Top 
in new Pink Coronation 
pattern; walls paneled 
with Micarta Decorator 
Color ‘Citadel Grey’ 






























Modern kitchen features a germ-free, easy 
to clean Micarta Post-formed Counter Top 








WELDWOOD 
ADHESIVES 


Weldwood Presto-Set Glue 


Ready-to-use, multi-purpose, ‘white’ liquid glue, 
securely bonds wood, paper, cloth, fabrics, leather and 
other porous materials. Clean working, safe, 
non-staining, odorless, non-toxic and non-inflammable. 


Weldwood Contact Cement 


Revolutionary new water-resistant liquid adhesive. 
Sets instantly and permanently on contact — no clamps, 
no presses — no waiting for strength. Excellent for 
applying plastic laminates (Micarta, etc.) to wood, and 
for installing plywood wall paneling without nails. 


Weldwoeod Plastic Resin Glue 


The best-known wood glue... ready for use when 
mixed with water. Joins wood to wood and other porous 
and semi-porous materials permanently — makes wood 
joints stronger than the wood itself. Water-resistant, 
bacteria and rot-proof, stain-free. 


Weldwood Water proof 
Resorcinol Glue 


An easily-mixed two-component resin-adhesive— 

liquid resin plus separate (dry powder) hardener. 
Sets at normal room temperature. Withstands cold or 
boiling water, moist or dry heat, mold or fungus, 
most solvents, severe weather or moisture conditions, 
mild acids or alkalies. For boat building, airplane 
construction, outdoor furniture, sports equipment, etc. 


New Products 
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See your Weldwood representative, or write direct, for full details 


on the following new products to be available early in 1959: 


Weldwood Paste Wax, Weldwood Liquid Paste Wax, Weldwood 
Wood Preservative, Weldwood Exterior Stains, and Weldwood Exterior 


Clear Finish. 


Oak, Birch, African Mahogan, 


nut, Korina, Fir and Sonora. 






























Weldwood 
Flexible Wood-Trim — 


Real wood veneer in 41-inch wide 
rolls for edging plywood pane g 
and lumber. Easily applied with 
your favorite woodworking g 
without heat or clamping. Als 
for decorating coffee tables, trays 
waste baskets, picture frames, 
lamp shades, etc. Available i 














and Philippine Mahogany, Wal 








WELDWOOD FINISHES 


Weldwood Satinlac 


Seals, primes, finishes ... a complete finish for all woods. New improved Satinlac 
brings out and preserves wood’s natural beauty — avoids ‘build-up’ look of 
ordinary finishes. Gives greater protection — actually resists alcohol and water. 
Won’t darken or yellow with age. Brushes easily or can be sprayed on. 

Only 2 coats required for superlative finish. Dries quickly — 

ready for subsequent coats in 3 to 4 hours. 


Weldwood Satinlac Lightener 


Makes ‘invisible’ protection possible. A base coat for an extra light, more natural 
finish by subsequent clear finishes. It is not a ‘bleach’— but contains an 
. anti-wetting agent which prevents darkening that usually occurs when finishing 
new wood. Easy to brush or spray. Only one coat of Lightener is required 
on unfinished wood prior to the necessary subsequent coats of Satinlac. 
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Weldwood Firzite (Clear and White) 


A penetrating pre-sealer and undercoater for softwoods and hardwoods. 
Assures smooth, even finishes. Minimizes grain raise and hair-line “checking” 
in painted work, and unsightly “wild grain” on stained work. 


Clear Firzite — for use prior to staining or varnishing softwoods. 

White (pigmented) Firzite seals the wood pores and serves as an undercoat 
over which a minimum number of coats is required. Also for producing beautiful 
“blond” or “‘pickled”’ effects. 


Firzite can be readily tinted with colors-in-oil and used as stains: 
Clear for dark stains, White for grays and pastels. 





Weldwood Putty Stik 


Perfect for filling and concealing nail holes, 
minor imperfections and poor mitre joints in 





paneling, trim and furniture. Available in a Weldwood 
full variety of shades to blend with the com- ° id 
plete line of Weldwood Prefinished Panels Moldings 
and with all woods and finishes. Applied after Hardwood faced aluminum moldings for fast, easy 
finishing is completed. installation of plywood paneling... eliminates 
corner and joint problems. Of real hardwood per- 
__ iB manently bonded to aluminum shapes, Weldwood 


Weldwood Trim Stain | 


A deep penetrating, hard drying oil stain, 
for use on Weldwood Trim, Moldings and 

Doors before installation. Specially devel- | 
oped wood-color tones blend with or match [carne oman 


Weldwood Prefinished Panels. acae _ Weldwood Plywood 
Cove Moldings 


Moldings are available up to 8’ long in two useful 
sizes to accommodate both 4” and %” panels. Wide 
variety of popular hardwoods to match grain and 
color of all plywood panels. 





Weldwood Trim 


For cabinet and room corners, lighting coves and 


Real hardwood shapes for window and door window trim. Comes in “Regular Cove” and 
casing, ceiling cove or crown, chair rails, “Sharp Angle Cove” (1%” radius) in concave and 
window stools, floor base and shoe, ete. In all convex shapes with either long or short grains to 
popular hardwoods for matching color, grain match the grain direction of installed plywood 


and surface of plywood. paneling. Available in all popular hardwoods. 
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SELECT WHITE MAPLE 
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MAPLE 
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North 


America 


HONDURAS MAHOGANY 
PRIMA VERA 


A GUIDE TO 


Shows a beautiful, brilliant richness of brown stripes dramatically 
marked in tan and brown shades which accent its strong, contrasty 
figure. Benge is a hard African hardwood — sometimes available 
with a lesser, softer figure. 


Milk-figured and satiny. Birch’s character markings and color 
variations add individuality to paneling in homes and offices ...a 
great variety of installations. Fine-grained Birch is noted for its 
ready acceptance of brilliant, natural, paint and stain finishes. 


Select White Birch—Before delivery, Weldwood Birch panels are 
carefully sorted for their coloring and pattern to tastefully pro- 
vide handsome paneling for all types of installations. 


Curly Birch—Attractive, undulating wavy figure of Weldwood 
Curly Birch paneling shows constantly changing highlights and 
shadows. 


One of the most dramatic imported woods ranges from red-brown 
shades, tawny, to brown-violet with conspicuous black markings. 
Grain patterns are especially distinctive and lend themselves to 
unusually decorative architectural applications. 


Long a favorite fruitwood for wood paneled walls and for finely 
finished furniture. Cherry is treasured by all for its rich warmth 
and distinctive, glowing, light to dark reddish-brown coloring. 
Its interesting grain markings are similar to beautiful Walnuts. 
Weldwood Cherry is straight-grained, satiny, and sometimes 
figured. 


Often substituted for Oak and Chestnut which it so closely re- 
sembles, American Elm shows its light-brownish coloring in con- 
spicuous coarse-grained growth pattern which accepts a fine finish. 


The popular wood for residences and recreational areas, Weldwood 
Knotty Pine is of White Idaho Pine veneers which are carefully 
selected for their perfectly sound knots of various coloring and 
size. Tan to “reddish” graining varies from inconspicuous to pro- 
nounced and can be handsomely toned with a variety of modern 
finishing techniques. 








BRAZILIAN ROSEWOOD 







MAHOGANY 


SAMARA 


AFRICAN MAHOGANY 


KORINA 







Africa 


THE FINE WOODS 


Fine irregular rays and pores are just apparent enough to give 
pale yellow to light brown Korina an interesting distinctiveness. 
It closely resembles Prima Vera (“white mahogany”’) in both color 
and grain character, and takes a beautiful natural blonde or 
darker stain finish. Appropriate for an infinite variety of installa- 
tions. 


Naturally blonde Korina plywood, with its remarkable uniformity 
of face veneers, was developed exclusively by United States Ply- 
wood Corporation. It is also available with a brilliantly-marked, 
highly figured graining. 


Truly the aristocrat of all woods... prized for generations for 
its generous spread of rich coloring and its availability either 
lavishly figured or uniformly striped. Naturally golden brown 
showing medium sized pores, Mahogany accepts any of a wide 
variety of finish types from the lightening of full bleaching 
through the honey tones to the rich sherry color which is traditional. 


Highly rated and, at the same time, one of the least expensive 
woods, African Mahogany has enjoyed widespread use through 
many generations because of its superior texture and color. 
Algoma Grade African Mahogany Weldwood panels are light pink 
to reddish brown and tannish brown in a very distinct pleasing 
grain. Select-figured, they show a strong Ribbon Stripe which 
natural finishing brings out as dignity, warmth and beauty. 
Ribbon Striped Mahogany — This veneer cutting exposes the tend- 
ency of mahogany graining toward wide variation of light and 
dark tones. Fiddleback Mahogany— Frequently seen on the backs 
of beautiful violins, it is a highly figured, very attractive Mahog- 
any with a fine, even ripple or wave figure that adds to the visual 
impact of a room. 


One of the most beautiful woods you could want, Honduras Mahog- 
any has interesting flat-cut graining that lends its richness and 
delightful informality to beautifying interior walls in yellow-tan 
to golden brown wood tones. Honduras Mahogany is produced in 
a considerable variety of figures which are similar to African 
Mahogany’s but generally show a straighter, more uniform grain. 
It works, stains and finishes beautifully for a perfect paneling 
installation. Quilted Honduras Mahogany—Another very attrac- 
tive figure that nature develops in burl growth of the more figured 
Central American Mahogany. This beautiful portrayal in variable 
coloring is highly regarded for its fancy veneering. 
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An inexpensive decorative hardwood panel with light and dark 
striping, Philippine Mahogany is favored in low cost installations. 
Great variations of natural hues and texture are attainable. Red- 
dish to brown or grayish-brown coloring. Large pores. Rotary Cut 
Philippine Mahogany—Shows a variegated watery or ripple pat- 
tern that is desired for its extreme formations and irregularity. 


The exceptionally hard wood from northern regions of North 
America, “rock maple” alone is used for Maple Weldwood panels. 
Generally sleek, smooth, blonde, and very fine grained, it takes 
all types of finishes beautifully. It is straight-grained—sometimes 
highly figured in individual logs—and the sapwood is light, tinged 
slightly with reddish-brown. Close-grained uniform texture. 


Weldwood “rock maple” panels with face veneers selected for uni- 
formity of color and freedom from stain or mineral streak. 


A “freak’—a natural rarity that is greatly in demand for special 
effects—it shows a continuous pattern of undeveloped buds or eyes. 


Its “crossfire” figure lends tone and distinction to any installation. 


Rotary cut, decorative blonde wood which is ideal for paneling. 
An especially low cost Japanese hardwood with a pronounced 
grain figure. 


Always in good taste. Light colored, an old favorite American 
hardwood. Beautiful grain figures and color variations. Its large 
pores permit excellent finish results ... looks textured. Especially 
suitable for a filled finish. 


Shows stripes and leafy grain caused by distinct layers of spring- 
wood and summerwood. 


Desirable fine pin stripe in a straight grain effect is achieved by 
slicing oak log on an angle. More pronounced, longer rays than Red 
Oak—closer grained—although quite similar appearing when fin- 
ished. Very good “blonde finished.” Light brownish gray heart- 
wood; ochra shaded sapwood. 
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AVAILABLE IN WELDWOOD PANELING 





Open pored—lower priced than Plain Sliced or Rift Oak. Has 
distinct watery figure with great contrast in a slight reddish tinge. 
More uniform in color than White Oak. 


This, the famous “White Mahogany” of Central America, is 
characterized by the simple beauty of a restrained grain. Lovely 
golden (yellow white to yellow brown) color. Medium to coarse 
textured in a straight to somewhat striped grain. Prima Vera 
takes light finishes beautifully. 


Low-cost imported African hardwood. Rotary cut, it shows a rich, 
large, swirly grain pattern and has a natural color quite similar 
to light Mahogany’s reddish brown. 


Southwest Asian hardwood. Tawny yellow to dark brown in color 
_often with lighter streaks. Patterned very like Walnut—some- 
times shows a mottled figure or even fiddleback. 


One of the most widely used decorative hardwoods, Walnut is 
prized for its rich warm color and lustrous shadings. Only Mahog- 
any, among the popular woods, even approaches Walnut’s great 
variety of figure types and interesting grain variations (without 
sapwood) which range from highly figured stumpwood, burl, 
feature crotch, fiddleback, swirls and mottles, through figured, 
to pencil-stripe. 

Highly-figured Walnut with crossfire is available in limited quan- 
tities for fine architectural work. 


Somewhat grayer in color and softer textured with especially 
beautiful burls. 


From California, with highly pronounced figure. 


Show interesting nature marks such as dapples, leaf shell, con- 
trasty figure (heart figure). Both offer excellent workability and 
adaptability. 

Panels can both be finished in a wide range of tones and colors — 
light gray-brown to dark rich purplish brown. 


3] 


NAKORA 





LAs EE i rs ii rr Fr, T%* re A Ae ES £ sna t og >, ses wy aengaar, 
Ssn8 Bee OF s ¥ ¥ ey & P| & Be Se —- am ft an aiaill 2 = wae © om Raum? Pompey ‘ — . mtenetpew = 
% 4 kid | om : By, : Bond Zs ¥ 4 . iF a 3) - | ag re = > | | Kine _— a S “yt q a ie a > s Ww i + — Ws a 5 | Shes ay ey a 7 

a! eee SARE: 7) Se ee P ner ‘ - 


We have ame this price So to assist you in estimating costs of 
Weldwood Paneling. It must be remembered that prices shown here are only 
approximate retail prices per square foot. These vary slightly 
in various parts of the country and are subject to change. 
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All sizes, thicknesses and species are not necessarily 
available at all warehouses. However, in most cases, 


(mpoi : this chart does not represent the 
ely range of mane sizes, thicknesses and construc- 








tions available. Many of the fine hardwood panels 
are, for instance, available in panel sizes ranging 
from two feet in width, and up to twelve feet in 
length. Thicknesses include 14”, 14’’, 34”, 14”, and 
34”, Panels are available with lumber core and 
Novoply core in the 34” thickness, as well as the 
veneer core shown on the chart. 


they can be quickly obtained from nearby ware- 
houses. For complete information on any desired 
Weldwood paneling, please contact the nearest Weld- 
wood branch office—complete listing is shown inside 
the back cover of this catalog. 
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